


NAUTILUSTM NR4000 APPLICATIONS

The NautilusTM  NR4000 21” Shipboard Flat Panel Computer can be 
used for displaying critical real-time information on submarines and 
surface ships.
• Machinery control and monitoring systems
• Radar systems
• Navigation and mapping
• Weapon systems
• Liquid control work stations
• Propulsion monitoring

Environmental Specifications

Shock

Vibration

EMI/EMC:

Degree of Enclosure

Storage Temp

Humidity

Operating Temp

Quality Workmanship

Equipment Specifications

LCD Display

Display Screen Size

Display Type

Touch Screen

Pointing Device

Resolution

Brightness Control 

Brightness

Viewing Angle

Colors

Contrast Ratio
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20.1” Shipboard Flat Panel Computer
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MIL-S-901 Grade A, Class 1, Type A 

MIL-STD-167-1, Type 1

MIL-STD-461E 

Drip Proof (bulkhead mount)

MIL-STD-810E (-20  – 85 C) (-4 - 185 F)

MIL-STD-810E, Met 507.3 (5-95%)

MIL-STD-810E (0 -50 C) (32 -122 F) 

ISO 9000-2000

20.1” Diagonal

TFT Active Matrix

Capacitive or Resistive

Bezel Mouse Control Optional

1600 x 1200 (multi-sync)

0-100%

180 Cd/m2 after EMI Coating

85  Horizontal &Vertical

16.7 Million

450:1

Features

CPU

Memory

Expansion Slot

Video

Sound:

Primary Ethernet

Secondary Ethernet

Flash Drive

Spinning Hard Drive

KVM Switch

CD/DVD-RW

Active Cooling

Electrical & Reconfigurable I/O Ports

Voltage

Current

Power

USB Port

Serial Ports

Parallel Port

Physical Characteristics 

Overall Dimensions

Weight

Enclosure

Access Panel

Color

Pentium M 1.6GHz, 2MB Cache

Up to 2 GB RAM

(3) Full Size PCI slots, 33Mhz, 32-bit

Integrated AGP Controller

Integrated AC97 Audio (90db)

10/100/1000 Mbps Copper/Fiber Opt

10/100 Mbps Copper/Fiber Optional

Removable/Locking

Optional (Grade B Shock)

Optional

(1) Side Access, 24X, IDE 

Circulating Fans

85-264VAC 

1.5A max @ 115VAC (Inrush 3A max)

120 Watts Max.

(2) Front/(2) Back Bootable USB

(2) DB9 RS232 & RS485

(1) Female DB25 (Optional) 

18.86”W x 18.6”H x 5.81D 
(Bulkhead Mount)

42 lbs  

Aluminum

Brightness, Contrast, Display Controls

Black (Epoxy Powder Coating)

Specifications subject to change without notice

Please contact Azonix for current pricing

NAUTILUSTM NR4000 

SPECIFICATIONS


