
• Modular Three-Piece Design

• Intel® Pentium® M 1.8GHz Workstation

• Resistive Touch Screen

• Tool-Less Installation

• Ideal System Integrator Solution

• Easy Operator Interface Capability

Stingray Industrial Panel Mount Modular Workstation

The Azonix Stingray modular workstation is a unique alternative for
today’s automation challenges. Engineered far beyond the traditional
industrial control systems, the Stingray’s advanced design incorporates
a three-piece modular system. Offering optimum performance and 
reliability, the Stingray design reduces costly floor downtime with
Azonix’ quick-change module replacement system to insure easy 
maintenance for maximum uptime.

The Azonix Stingray features a stainless steel NEMA 4X front bezel 
for industrial environment protection. The resistive touch provides
dependable, easy-to-use operator interface for many types of applications.
Rugged construction and continuous reliable performance in most
demanding environments, the Stingray is the ideal easy-to-use modular
workstation or display system. The system’s versatile design allows for
seamless integration into existing cabinets or consoles and is flexible
enough for space-constrained locations.  

Azonix works to help customers improve operations efficiency and 
effectiveness. The Stingray workstation solution is engineered to
increase productivity capacity and lower the cost of ownership. 
This all-in-one solution provides the ultimate operator interface 
performance and reliability. 
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Stingray Specifications   

Model Modular HMI Touch Screen Workstation

Display Size 15-inch TFT Display

Resolution XGA, 1024x768

Brightness 250 cd/m2

Touch Screen Resistive Touch

Processor Intel® Pentium® M 1.8GHz Processor

Hard Disk Drive 40GB Removable Hard Drive

Memory 1GB DDR SDRAM minimum, expandable up to 2GB

Connectivity 2-USB 2.0     1-VGA Port     1-RJ45/LAN     1-Line-in    1-Line-out     1-Mic     
1-PS/2 Keyboard     1-PS/2 Mouse    1-Parallel Port     2-Serial Port 9-pin     
1-USB Touch Screen Output

Operating System Microsoft® Windows® XP Professional

Operating Temperature 0°C to +50°C (32°F to +122°F)

Storage Temperature -20°C to +60°C (-4°F to +140°F)

Humidity 20 to 80% non-condensing

Vibration .41g, 3-500Hz

Power 100-240 VAC Universal Input

Housing Stainless Steel Front Bezel NEMA 4X rated/ Aluminum Rear Enclosure

Bezel Dimensions 16.50”H x 12.87”W x 0.59”D  (421.6mm x 13.25mm x 152.4mm)

Weight 22.0 lbs / 9.90 kg (approximate)
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Stingray Industrial Panel Mount Modular Workstation

Stingray Modular Workstation CPU Module - I/O Connectivity
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